
   

Super l i t e - 'IGV' St eel

TECHNICAL DATA SHEET
Basi s
Chrysotile asbestos fibre, Nitrile Butadiene Rubber w ith 16 mesh MS w ire reinforced.

General  proper t i es and appl i cat i ons :
To seal off alcohols, w ater, air, steam, oils, fuels, etc. Thic grade is specialli suitable for 
internal combustion engines, compressors, pipe - lines and several other industrial 
applications under high stress conditions.

Di mensi ons of  st andar d  sh eet s :
Standard sheet sizes : 1500 mm X 1500 mm, 1500 mm X 4500 mm 
Thickness: 0.75mm, 1mm, 1.5mm, 2mm, 3mm, 4mm, 5mm, 6mm
(other sheet thickness on requirement).

Fi n i sh  : Gr ey / Gr aph i t ed

Techn i cal  dat a 
All data are typical values and refer to sheet thickness of 1.5 mm

Specificat ion
Max. Operat ing Temperatu re     600°C
Max. Operat ing Pressu re 200bar
Density      ASTM F 1315 2g/ cm³
Compressibi l i ty  ASTM F 36 A 7%
Recovery       ASTM F 36 A 52%
Tensile Strength ASTM F 152 30N/ mm²
Stress Relaxat ion (50 N/ mm ²,16h ,300°C)   DIN 52913 28N/ mm²
Loss on ign it ion ASTM F 495 23%
Th ick ness i ncrease      ASTM F 146   
ASTM oil no.3 (5h, 150°C) 15%
ASTM Fuel B (5h, 23°C)      13%
Wei gh t  i ncrease ASTM F 146
ASTM oil no.3 (5h, 150°C)     12%
ASTM Fuel B (5h, 23°C) 10%



Water  (48h, 23°C)     5%

All information and recommendations given in this brochure are correct to the best of our know ledge. How ever, in 
view  of the w ide varity of possible installation and operating conditions one cannot draw  the final conclusion in 
all application cases regarding the behaviour in a gasket joint. Therefore, information can only serve as a 
guideline. 
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